UNPAVED SECTION PAVED SECTION

17 MIN. SEAL ALL JOINTS PER WSDOT
SURFACE RESTORATION STD. SPEC. 5-03.
AS SPECIFIED
EXISTING AC
PAVEMENT
/

GRAVEL BORROW PER WSDOT
) HMA CLASS, PERFORMANCE GRADE, AND DEPTH PER
C.0.B. STD. DWG. RC-100-1 OR RC-110-1
CSTC, 6" MIN. UNDER PAVEMENT

STD. SPEC. 9-03.14(1) OR RASARDE
A~ 8 OR TO TOP OF PIPE ZONE BEDDING IF LESS THAN &

SUITABLE EXCAVATED
MATERIAL APPROVED BY THE
ENGINEER. COMPACTION
SHALL BE 95% OF MAXIMUM
DENSITY IN THE R.O.W., 90%
OF MAXIMUM DENSITY
ELSEWHERE

BENCH AS NEEDED FOR
SHORING SYSTEM WHEN
DEPTH IS 4 FT. OR GREATER \

CSTC OR CSBC PER WSDOT STD. SPEC. 9-03.9(3),
COMPACTED TO 95% OF MAXIMUM DENSITY

GRAVEL BORROW PER WSDOT STD. SPEC. 9-03.14(1),
_/ IF NEEDED, COMPACTED TO 95% OF MAXIMUM DENSITY

6” MIN.
NOTES:
PIPE 0D 1. SEE C.0.B. STD. DRAWING RC—200-1
©%00 b0 %o \ (ASPHALT OVERLAY FOR ROADWAY TRENCH
T el PR T ECTL N BEDDING MATERIAL RESTORATION).
° O 4 o *|" s O
* 2oe0 e 20 oo 155?3) 2. LONGITUDINAL CUTS SHALL BE OUTSIDE
N CRAVEL BACKAILL STANDARD VEHICLE WHEEL PATH.
N ” FOR PIPE ZONE 3. RECYCLED MATERIAL, AS DEFINED BY WSDOT
NOM. DIAM. P'/;US 18 BEDDING STD. SPECIFICATION '9-03.21, WILL NOT BE
FOR PIPE LARGER ALLOWED IN ANY PIPE ZONE BEDDING OR
THAN 18" NOM. DIAM. TRENCH BACKFILL.
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